Dam construction is an important means to improve water use efficiency and the aquatic environment. However, the flow regulation of the Three Gorges Reservoir (TGR) in the middle Yangtze River has attracted much attention because the severe drought occurred in the river-lake system downstream of the TGR. In this paper, the Dongting Lake was selected as a case study in order to detect the possible relationship between the flow regulation of the TGR and the extreme drought in the river-lake system based on a coupled hydrodynamic model. The results not only confirmed the significant role of the TGR to relieve drought in the river-lake system, but also indicated that the outflow of the TGR and the hydraulic gradient between the Zhicheng to Chenglingji stations were the crucial factors to affect the water exchange between the rivers and the Dongting Lake. The adjustment of hydraulic gradient within a proper range during the water compensation of the TGR will be an effective measure to improve the water exchange and water environment in the river-lake system. These findings present the quantitative influence of these important factors on the water exchange between rivers and lakes and provide a scientific reference for environmental and ecological management of other river-lake systems.
Introduction
With the rapid development of social economy, the exploitation and utilization of water resources of rivers and lakes have been highly concerned around the world [1] [2] [3] . In particular, dams have been playing an increasingly important role in the integrated utilization of water resources. The Itaipu dam in the Parana River provides 17.4% and 74.1% electrical energy for Brazil and Paraguay, respectively [4] . The Aswan dam in the Nile River not only provides flood protection and electrical energy, but it also supplies adequate water for irrigation [5] . The vast Mead Lake was formed after the construction of Hoover dam in the Colorado River, which has been an important habitat for animals [6] . However, the widespread dams in the world also caused some trouble in the environmental management. Subsequent changes in the timing and duration of streamflow were involved when dams were put into operation [7] [8] [9] . Consequently, the original ecological balance was partially or fully disrupted in the river basins [10] [11] [12] [13] .
The Yangtze River, which is located in the central China, is not excluded from the influence of water resources development. The impoundment impact of the Three Gorges reservoir on hydrology, climate, environment, and ecology has attracted much attention [14, 15] . There are obvious hydrological regime changes in the Yangtze River after the operation of the Three Gorges Reservoir (TGR), which have an extensive influence on the health of the river-lake system [16, 17] . Water level drop occurs downstream the TGR due to the severe riverbed erosion [18] . Therefore, the water exchange between the rivers and the lakes in the middle Yangtze River is disturbed, which greatly affects the wetland environment that is the main habitat of aquatic plants and animals [19] . The Yangtze River is divided into channel segments by a cascade reservoir system because of the development of water resources, which generally leads to a decrease in biodiversity [20] .
In addition, the longer duration of beach exposure in the river-lake system after the operation of the TGR greatly deteriorated the ecological environment [21] . Drought occurred more frequently and its duration increased by about 30% after the operation of the TGR [22] . Therefore, it is undeniable that the environmental impact is remarkable during the impoundment periods. Although the TGR impoundment contributes a lot to the drought in the river-lake system, its contribution to the drought as the main factor remains contentious [23] [24] [25] . The flow discharge generally increases during the extreme dry seasons from December to the following April, because the water compensation from the TGR is one of the important rules of flow regulation [26] . However, whether the water compensation during the dry seasons can ease the extreme drought of the river-lake system in the middle Yangtze River has not drawn definitive conclusions. Most of the current research is focused on the TGR impoundment and its implication, little work has been performed on the influences of water compensation after the TGR operation on the river-lake system, let alone the research on its mechanism of the water exchange between the mainstream and the lakes [27, 28] .
Therefore, this paper aims to analyze the real effect of the water compensation from the TGR on the extreme drought in the middle Yangtze River. The Dongting river-lake system was selected as a case study to reveal the impact of water compensation from the TGR based on a one-dimensional/two-dimensional (1D/2D) coupled hydraulic model. Whether the flow regulation of the TGR exacerbated or relieved the extreme drought during the dry seasons was given a definite answer in this study. The variation in water level, flow discharge, and the water exchange between the Dongting Lake and the mainstream was calculated and analyzed. In addition, the influence factors and dynamic mechanism were further discussed. The hydraulic gradient and the outflow from the TGR, as two important factors, were proposed as a first attempt to regulate and control the extreme drought during the dry seasons. The research results can provide some technical support and reference for the administrative departments of water conservancy.
Materials and Methods

Study Area and Data Collection
Dongting Lake, which is located in the middle Yangtze River (111 • 19 -113 • 34 E, 27 • 39 -29 • 51 N), is one of the famous freshwater lakes in the world (Figure 1 ). The lake area is approximately 2579 km 2 , accounting for 0.143% of the entire Yangtze basin. The river network around the lake area is the important hydraulic connection between the Dongting Lake and the Yangtze River. Flow diversion occurs from the mainstream of the Yangtze River to the Dongting Lake through the tributaries distributed between the both. There are three flow inlets along the mainstream, as shown in Figure 1 , Songzi, Taiping and Ouchi. In addition, four rivers (Li River, Yuan River, Zi River, and Xiang River) pour their water into the Dongting Lake. The flow outlet of the Dongting Lake, Chenglingji, is located at the lowest site of the lake area. All of the rivers and the lake constitute a complex river-lake system in the middle Yangtze River. There are some gauging stations in the study area, which monitored the water level and discharge processes at the key channel sites (Figure 1 ). The detailed information for these stations is listed in Table 1 .
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where, t is time; x is the Cartesian coordinate; A is cross-sectional area; Q is flow discharge; q L is the lateral inflow or outflow; z is the water level at cross sections; B is the width of water surface; R is the hydraulic radius; u is mean velocity at a cross section; g is the gravitational acceleration; and, n is bed roughness.
2D Shallow Water Model for the Lake
The 2D shallow-water equations were used to describe the water movement in the lake area based on the Mike 21 hydrodynamic module, as follows [33] :
in which, i = 1, 2 denotes the x and y directions of the Cartesian coordinate; η is river bed elevation; d is static water depth; h is the total water depth, h = η + d; ρ is the water density; f i is the Coriolis force; A h is diffusion coefficient of horizontal turbulence; and, τ bi is the bottom friction.
Model Coupling Strategies and Moving Boundary Processing
The 1D and 2D hydrodynamic models were coupled in the frontal zones using the MIKE FLOOD, which is an integrated simulation system [34] . Water changes between the models occurred through the overlapping cross sections, which should be kept conservative and continuous. To complete the water exchange, the inner boundary conditions of the model junctions were calculated, as follows.
In the first place, the stage at the inner boundary sections of the 1D model was assigned the averaged water level at the cell faces of the overlapping cross section:
where, Z n+1 1D is the boundary stage of the 1D model at the next time step; z n+1 2D,k is the updated stage at the cell faces; s k is the width of cell faces; and, S is the total width of the boundary.
Secondly, the discharge and stage of all the cross sections were calculated by the 1D model,
Finally, based on the water level of the inner boundary and cell topography, the mean water depth at the cell faces was obtained. Then, the flow velocity (U n+1 k ) at each cell face was computed by the Chezy and Manning formula. Then, the stage and velocity at all the 2D mesh points were calculated by the 2D model, (z n+1 2D , U i ). In addition, discontinuous flow in the rivers and wetland exposure in the lake may occur during the whole hydrological processes. Therefore, to deal with the moving water-land boundary, three controlling water depths were applied in the computation: drying depth (D dry ), flooding depth (D f lood ), and wetting depth (D wet ) [35, 36] . When the water depth in any cell face was smaller than D dry , the equations would not be solved in the cell face; when the water depth was larger than D wet , the equations of momentum and mass conservation in the 2D model should be solved during the computation; and, when the water depth was between the D dry and D wet , only the mass conservation equation was solved. It should be pointed out that the flooding depth must be larger than the drying depth and smaller than the wetting depth, D dry < D f lood < D wet ). Unrealistically high flow velocities and stability problems may occur if a very small value is assigned to the wetting depth. Therefore, the default value was used in this study, as follows: D dry = 0.005 m, D f lood = 0.05 m, D wet = 0.1 m, which has been validated using a series of laboratory measurements by DHI. Similarly, in order to judge whether there was water flowing in the river channels, a critical water depth (D c = 0.005 m) in Water 2018, 10, 1011 6 of 17 the 1D model was applied during the computing process. When the water depth at the cross sections is smaller than the critical water depth, the channels should be considered as dried-up riverways.
Impoundment Evaluation of the TGR
In order to reveal and evaluate the water compensation to the Dongting river-lake system after impoundment of the TGR, the inflow and outflow of the TGR from 2008 to 2011 were used as a case study to simulate the hydrological processes downstream of the TGR. The flow processes cover several complete scheduling cycles; therefore, the hydrological changes can be found by comparing the hydrological processes with and without the TGR. Flow inlets were applied at the Yichang, Shimen, Taoyuan, Taojiang, and Xiangtan gauging stations with the observed data. The stage-discharge relation at the Luoshan station was used as the outflow boundary condition. In addition, on account of the distance between the TGR and the model inlet, the flow boundary of the coupled model without the TGR at the Yichang station should be calculated from the inflow of TGR while using the Muskingum flood-routing method [37] . Therefore, the time effect of flood routing from the TGR to the Yichang station has been taken into account in the simulation scenario that without the TGR. The other boundary conditions were kept the same both in the two scenarios that with and without the TGR.
In order to quantitatively evaluate the simulation results, the Nash-Sutcliffe efficiency coefficients (NSE) and the normalized root mean squared error (RMSE) were applied to compare the predicted and observed data, as follows [38, 39] :
where, N denotes the number of data sample; T i is the observed data;T i is the predicted value of the coupled model; T i is the mean observed data.
Results
Model Calibration and Validation
The model was calibrated based on the hydrological process in 2008 and validated using the observed data in 2011. Flooding and drying events were both covered in the simulating periods. The channels in the river network were divided by 862 cross sections in the 1D model. The Dongting Lake area was divided into 23,436 grid cells and 12,923 nodes in the 2D hydrodynamic model. The grid layout was not equally spaced in this study. In particular, the grid of the deep channels in the lake area was greatly reduced the space, about 30~120 m, while the grid space of lake shoals was increased. It is well known that the Dongting Lake shape during the dry seasons is much more like a wide river due to the low stage. There is no water in the vast beach during the dry seasons. Therefore, the grid space was adjusted based on the topographical changes in the lake area, which was proven to be an effective mean to shorten the computing time on the premise of guaranteeing computation accuracy.
The initial value of the Manning roughness coefficient n was assigned according to the water depth in the river reaches and cell faces of the coupled model based on an empirical formula, n = n 0 h β [40] , in which, n denotes the Manning roughness coefficient of the sections or cells; n 0 is the roughness coefficient when water depth is equal to 1 m; h is the total water depth; β is an empirical coefficient, generally set as −1/6. In the calibration process, the value of the roughness coefficient was calibrated and adjusted based on the initial value and the observed water level at the different gauging stations of the river-lake system. Table 2 and Figure 3 show the calibration and validation results of the coupled model. There was an obvious variation in the Manning roughness coefficient from one site to another due to the changes of surface friction characteristics. Crops, weeds, shrubs, and trees in the river point bars and lake shoals generally increase the bed roughness. As shown in the Figure 3 , there is a good agreement between the simulated and observed data at the main gauging stations that are distributed in the lake and rivers. In addition, water volume difference between the accumulated inflow volume and the outflow volume should be equal to the difference between the initial and final water volume inside the lake area and river channels. The computing results of calibration in 2008 and validation in 2011 presented a good balance of water volume, the relative error were 2.8% and 3.2%, respectively, which indicated that the water conservation was satisfied in the coupled model. Figure 3 show the calibration and validation results of the coupled model. There was an obvious variation in the Manning roughness coefficient from one site to another due to the changes of surface friction characteristics. Crops, weeds, shrubs, and trees in the river point bars and lake shoals generally increase the bed roughness. As shown in the Figure 3 , there is a good agreement between the simulated and observed data at the main gauging stations that are distributed in the lake and rivers. In addition, water volume difference between the accumulated inflow volume and the outflow volume should be equal to the difference between the initial and final water volume inside the lake area and river channels. The computing results of calibration in 2008 and validation in 2011 presented a good balance of water volume, the relative error were 2.8% and 3.2%, respectively, which indicated that the water conservation was satisfied in the coupled model. The NSE and RMSE were computed and are shown in Table 3 . The NSE at the most gauging stations was larger than 0.9 and RMSE was small enough, which indicated the coupled model could predict and evaluate the hydrological changes accurately after the TGR operation in the study area. The calibration and validation results of the coupled model based on the observed data in 2008 and 2011 show that there is a good agreement between the simulated and observed data at the Dongting river-lake system. The two important evaluation indicators, the NSE and RMSE, indicate that the coupled model can predict and evaluate the hydrological changes accurately after the operation of the TGR in the study area. The NSE and RMSE were computed and are shown in Table 3 . The NSE at the most gauging stations was larger than 0.9 and RMSE was small enough, which indicated the coupled model could predict and evaluate the hydrological changes accurately after the TGR operation in the study area. The calibration and validation results of the coupled model based on the observed data in 2008 and 2011 show that there is a good agreement between the simulated and observed data at the Dongting river-lake system. The two important evaluation indicators, the NSE and RMSE, indicate that the coupled model can predict and evaluate the hydrological changes accurately after the operation of the TGR in the study area. 
Water Exchanges between the Mainstream and the Dongting Lake
The flow regulation of the TGR greatly changed the downstream hydrological processes (Figure 2 ). The peak discharge was significantly reduced, while the low-flow discharge was compensated to some extent in the mainstream after the TGR operation. Therefore, there was an unavoidable impact on the water exchange in the river-lake system during the dry seasons (from the December to the following April). The processes of total flow diversion through the three inlets (Songzi, Taiping, and Ouchi) are shown in Figure 4 The water compensation from the TGR during the dry seasons increased the inflow to the river-lake system, which contributed to some extent to the changes of the diversion ratio. The diversion ratio referred to the value that the total discharge transferred from the mainstream to the tributaries and the Dongting Lake through the three inlets (Songzi, Taiping, and Ouchi) was normalized by the one at the Zhicheng station. The monthly mean diversion ratio with and without the TGR during the dry seasons is presented in Table 4 . The diversion ratio under the TGR regulation was larger than the one without the TGR during the dry seasons. The maximum difference of diversion ratio occurred in April, about 0.56%. During the whole dry seasons from 2008 to 2011, the monthly mean regulated flow diversion ratio was about 0.894%, which was higher than the one without the TGR by 0.304%. The increased water diversion volume was about 4 × 10 7 m 3 during the dry seasons, which was about the 4.6% of the annually diverted volume without the TGR. Note: the R1 and R2 denote the flow diversion ratio with and without the TGR during the dry seasons.
The coefficient of water exchange was introduced to show the variation in the water exchange between the rivers and the Dongting Lake during the dry seasons in Figure 5 . The coefficient of water exchange was the ratio of total flow through the three inlets (Songzi, Taiping, Ouchi) to the flow discharge at the Chenglingji station. As shown in the Figure 5 , the coefficient of water exchange with the TGR was generally larger than the one without the TGR. The increase in flow ratio implied that there was more water being stored up in the Dongting Lake. In particular, the increase in water volume of the Dongting Lake was about 0.38 × 10 9 m 3 , 0.23 × 10 9 m 3 , 0.39 × 10 9 m 3 , and 0.47 × 10 9 m 3 , respectively, during the dry seasons from 2008 to 2011, which avoided the extensive drying-up in the lake area from January to March. The increased flow and higher stage during the water compensation in the mainstream increased the flow diversion and restrained the outflow from the lake area. The water compensation to the downstream of the TGR improved the water exchange processes in the river-lake system. Note: the R 1 and R 2 denote the flow diversion ratio with and without the TGR during the dry seasons.
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The water compensation after the TGR operation not only increased the inflow of the mainstream and flow diversion, but it also changed the process of water level in the Dongting Lake area. The stage-duration curves with and without the TGR at the Nanzui, Lujiao, and Chenglingji stations are shown in Figure 6 . There was no obvious difference in the extremely low water level at the Nanzui station with and without the TGR. However, it was slightly higher than the one without the TGR at the Lujiao and Chenglingji stations when the percentage of time stage exceeded 62%. The low water level generally occurred from December to the following early April, about 120 days, in the Yangtze River basin, which just was the period of water compensation. Therefore, the changes in the extremely low water level were the response to the water compensation. As shown in the Figure 6 , the flow regulation impact on the Dongting Lake was not the same in the different subarea. The influence of water compensation on the eastern Dongting Lake was more obvious than the western parts of the lake area. The closer to the lake outlet, the greater stage influence of water compensation has. The Chenglingji station was located in the lowest site of the Dongting Lake, which gauged the flow processes from the lake area to the mainstream. Therefore, the variation in the low water level 
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The water compensation after the TGR operation not only increased the inflow of the mainstream and flow diversion, but it also changed the process of water level in the Dongting Lake area. The stage-duration curves with and without the TGR at the Nanzui, Lujiao, and Chenglingji stations are shown in Figure 6 . There was no obvious difference in the extremely low water level at the Nanzui station with and without the TGR. However, it was slightly higher than the one without the TGR at the Lujiao and Chenglingji stations when the percentage of time stage exceeded 62%. The low water level generally occurred from December to the following early April, about 120 days, in the Yangtze River basin, which just was the period of water compensation. Therefore, the changes in the extremely low water level were the response to the water compensation. As shown in the Figure 6 , the flow regulation impact on the Dongting Lake was not the same in the different subarea. The influence of water compensation on the eastern Dongting Lake was more obvious than the western parts of the lake area. The closer to the lake outlet, the greater stage influence of water compensation has. The Chenglingji station was located in the lowest site of the Dongting Lake, which gauged the flow processes from the lake area to the mainstream. Therefore, the variation in the low water level The Chenglingji station was located in the lowest site of the Dongting Lake, which gauged the flow processes from the lake area to the mainstream. Therefore, the variation in the low water level at the Chenglingji station can reveal, to some extent, the discharging and impounding results of the Dongting Lake. In order to describe the changes in the low water level at the Chenglingji station, the water level L 95 , with the exceedance frequency of 95%, was selected as a characteristic parameter to show the stage changes during the dry seasons. The variation in the L 95 at the Chenglingji with and without the TGR from 2008 to 2011 is shown in Figure 7 . The annual characteristic parameter L 95 under the operation of the TGR was obviously larger than the one without the TGR, except for 2008. The characteristic parameter L 95 under the TGR regulation from 2008 to 2011 was 18.42 m, which was 0.26 m higher than the one without the TGR.
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Discussion
The water exchange between the mainstream and the Dongting Lake is an important hydrological process to keep the balance of the river-lake system. The flow increase in the mainstream during the period of water compensation from the TGR changed the hydraulic interaction, and finally reached a new balance in the system. Figure 9 presents the relationship between the coefficient of water exchange and the outflow from the TGR. As shown in the Figure 9 , there is a good agreement between the coefficient of water exchange and outflow from the TGR, which indicates that the outflow from the TGR has a direct influence on the water exchange between the mainstream and the Dongting Lake. With the increase in the outflow from the TGR, the coefficient of water exchange increases in the form of a power function. Therefore, the outflow increase of the TGR resulted in the variation in the water exchange between the mainstream and the Dongting Lake, which contributed to relieving the extreme drought to some extent. 
The water exchange between the mainstream and the Dongting Lake is an important hydrological process to keep the balance of the river-lake system. The flow increase in the mainstream during the period of water compensation from the TGR changed the hydraulic interaction, and finally reached a new balance in the system. Figure 9 presents the relationship between the coefficient of water exchange and the outflow from the TGR. As shown in the Figure 9 , there is a good agreement between the coefficient of water exchange and outflow from the TGR, which indicates that the outflow from the TGR has a direct influence on the water exchange between the mainstream and the Dongting Lake. With the increase in the outflow from the TGR, the coefficient of water exchange increases in the form of a power function. Therefore, the outflow increase of the TGR resulted in the variation in the water exchange between the mainstream and the Dongting Lake, which contributed to relieving the extreme drought to some extent. The outflow from the TGR increased during the water compensation from December to the following April, which changed the hydraulic interaction between the rivers and the lake area. Therefore, the changed hydraulic interaction may lead to some variations in the water level along the channels. The relationship between the flow difference at the Yichang station and the water level difference at the Chenglingji station with and without the TGR is shown in Figure 10 . With the increase of flow difference, there is an obvious linear increase in the water level difference. When compared with the unregulated flow, there will be an increase about 0.49 m in the water level at the Chenglingji station when the flow increase is up to 1000 m 3 /s during the dry seasons. The water level at the lowest outlet of the Dongting Lake reflects the magnitude of lake volume. Therefore, the volume change in the lake area was the response to the variation in the hydraulic interaction of the river-lake system. . The outflow from the TGR increased during the water compensation from December to the following April, which changed the hydraulic interaction between the rivers and the lake area. Therefore, the changed hydraulic interaction may lead to some variations in the water level along the channels. The relationship between the flow difference at the Yichang station and the water level difference at the Chenglingji station with and without the TGR is shown in Figure 10 . With the increase of flow difference, there is an obvious linear increase in the water level difference. When compared with the unregulated flow, there will be an increase about 0.49 m in the water level at the Chenglingji station when the flow increase is up to 1000 m 3 /s during the dry seasons. The water level at the lowest outlet of the Dongting Lake reflects the magnitude of lake volume. Therefore, the volume change in the lake area was the response to the variation in the hydraulic interaction of the river-lake system. The outflow from the TGR increased during the water compensation from December to the following April, which changed the hydraulic interaction between the rivers and the lake area. Therefore, the changed hydraulic interaction may lead to some variations in the water level along the channels. The relationship between the flow difference at the Yichang station and the water level difference at the Chenglingji station with and without the TGR is shown in Figure 10 . With the increase of flow difference, there is an obvious linear increase in the water level difference. When compared with the unregulated flow, there will be an increase about 0.49 m in the water level at the Chenglingji station when the flow increase is up to 1000 m 3 /s during the dry seasons. The water level at the lowest outlet of the Dongting Lake reflects the magnitude of lake volume. Therefore, the volume change in the lake area was the response to the variation in the hydraulic interaction of the river-lake system. . In fact, the stage changes in the lake area were closely related to the inflow and outflow of the Dongting Lake [41] . Figure 11 presents the relationship between the outflow at the Chenglingji station and the hydraulic gradient and discharge at the Yichang station. The increase in flow discharge at the Yichang station made nearly no difference to the outflow of the Dongting Lake when the hydraulic gradient was between 0.000043~0.000048. While the hydraulic gradient was smaller than 0.000043 or larger than 0.000048, the outflow increased greatly with the flow increase at the Yichang station. However, the hydraulic gradient played an important role in the whole changing processes of outflow. The outflow variation directly resulted in the changes of water level and water volume in the Dongting Lake. Therefore, in order to contribute to the ecological restoration and environmental improvement in the river-lake system, much more attention should be paid to the hydraulic gradient variation, which greatly affects the hydraulic interaction between the rivers and the Dongting Lake. When there is a constant outflow from the TGR, i.e., the discharge at the Yichang station is kept the same, the outflow from the Dongting Lake to the Yangtze River can be adjusted by the hydraulic gradient to some extent. Consequently, a reasonable hydraulic gradient definitely contributes to the improvement of water volume of the Dongting Lake during the extremely dry seasons.
Water 2018, 10, x FOR PEER REVIEW 14 of 17
In fact, the stage changes in the lake area were closely related to the inflow and outflow of the Dongting Lake [41] . Figure 11 presents the relationship between the outflow at the Chenglingji station and the hydraulic gradient and discharge at the Yichang station. The increase in flow discharge at the Yichang station made nearly no difference to the outflow of the Dongting Lake when the hydraulic gradient was between 0.000043~0.000048. While the hydraulic gradient was smaller than 0.000043 or larger than 0.000048, the outflow increased greatly with the flow increase at the Yichang station. However, the hydraulic gradient played an important role in the whole changing processes of outflow. The outflow variation directly resulted in the changes of water level and water volume in the Dongting Lake. Therefore, in order to contribute to the ecological restoration and environmental improvement in the river-lake system, much more attention should be paid to the hydraulic gradient variation, which greatly affects the hydraulic interaction between the rivers and the Dongting Lake. When there is a constant outflow from the TGR, i.e., the discharge at the Yichang station is kept the same, the outflow from the Dongting Lake to the Yangtze River can be adjusted by the hydraulic gradient to some extent. Consequently, a reasonable hydraulic gradient definitely contributes to the improvement of water volume of the Dongting Lake during the extremely dry seasons. 
Conclusions
Hydrological changes occurred increasingly frequently around the world due to the widespread influences of anthropogenic activities. Water compensation of the TGR, as one of the important flow regulation measures, greatly contributed to the changes of hydrological regime in the downstream river-lake system. Based on the hydrodynamic model simulation and data analysis, the interesting and important conclusions have been drawn, as follows:
(1) Water exchange between the Yangtze River and the Dongting Lake was further strengthened after the TGR operation. Flow diversion from the Yangtze River to the Dongting Lake increased to different degrees during the dry seasons from 2008 to 2011. Furthermore, the coefficient of water exchange also increased during the water compensation periods of the TGR, which implied that there was a less increase in the outflow from the Dongting Lake.
(2) There was no good agreement in lake level changes at the lake gauging stations. When the time stage percentage was larger than 62%, the lake level at the Chenglingji outlet markedly increased due to the level increase in the mainstream. The lake level, with a possibility of 95% at the Chenglingji outlet, increased by 0.26 m under the water compensation from the TGR than the one Figure 11 . Outflow processes with the discharge and hydraulic gradient during the dry seasons (December to the following April) from 2008 to 2011. The outflow of the Dongting Lake was observed at the Chenglingji station; the hydraulic gradient was between the Zhicheng and Chenglingji stations.
(2) There was no good agreement in lake level changes at the lake gauging stations. When the time stage percentage was larger than 62%, the lake level at the Chenglingji outlet markedly increased due to the level increase in the mainstream. The lake level, with a possibility of 95% at the Chenglingji outlet, increased by 0.26 m under the water compensation from the TGR than the one without the TGR. Consequently, the lake volume also increased to different degrees during the dry seasons from 2008 to 2011.
(3) The changes in inflow and outflow of the Dongting Lake were the determining factors of the hydrological regime of lake area. The water exchange between the Yangtze River and the Dongting Lake principally resulted from the outflow from the TGR and the hydraulic gradient between the inlets and the outlet of the Dongting Lake. When the water compensation is conducted at the proper hydraulic gradient range, the lake level and water volume will be effectively improved in the Dongting Lake, consequently, the ecological environment will also be recovered to some extent during the dry seasons.
